
Built-in Highlight Diffusion Filter (HDF) 
The GR lllx HDF provide the photographer with a built-in highlight diffusion filter, giving 
the option to choose either high resolution, high contrast images for accuracy and 
precision; or softer, more expressive images to create a sense of depth and emotion. 
The GR can switch extremely quickly both these two modes, which enables a wide range 

of creativity, further enhancing the series for snap shooting. 

Newly developed 26.1 mm GR lens 
Due to high demand, the GR lllx is offered with a 26.1 mm F2.8 lens (equivalent to 
40 mm in 35 mm format) and offers: 
• The focal length of 40 mm corresponds to the angle of view of the human eye 
• Natural shooting perspective 
• More creative possibilities with the bokeh 
• The new lens construction results in improved image quality, which is especially noticeable 

in the peripheral area 
• Wide focal length range through adapters and crop functions between 40 and 105 mm 

APS-C sensor unit with 
Sensor Shift Shake Reduction 
• 24.24 MP CMOS sensor
• AA filter-free design for best possible sharpness and detail resolution
• 3-axis Shake Reduction, for 4 stops of exposure reliability
• Reduced risk of camera shake due to shock, vibration or movement
• Sensor dust cleaning function

New functions 
With the GR Ill x there are numerous new additional functions, such as depth of field 
priority, Eye/ Face Detection, new shooting formats (4:3, 16:9), image rotation in 0.1° 

increments steps, automatic file size reduction for WiFi transmission, advanced RAW 
development functions for RAW files 

Image-Control function 
• 10 different settings for film simulation; now with monotone
• Individual settings of the image look can be stored in the image control

High resolution touch screen monitor 
• High-resolution 3.0-inch LCD monitor with approx. 1,037,000 pixels
• Intuitive camera control through operation on the touch-sensitive camera monitor
• Air gapless design reduces reflections and allows working on the monitor even in direct sunlight 
• Colour and brightness of the image on the monitor can be adjusted individually
• Specially hardened glass surface protects against scratches and damage

Mobile communication via Bluetooth® and W-LAN 
• Wireless connection to mobile devices such as smartphones or tablets
• Newly developed image sync application, now with image size reduction
• Fast and direct upload to social networks
• Bluetooth® connection enables camera control via mobile phone
• Images can be tagged with GPS data

A GR capable of capturing 
both hard and soft light 
within the photographs 

ART. CODE EAN 

RICOH GR lllx HDF I 1297 I 0027075311220 

Kit Accessories 
RECHRGEABLE BATTERY DB-110 37838 I 0021015300318 

USB CABLE I-USB166 37822 I 0021015300330 

HAND STRAP 

RING CAP GN-2 (BLACK) 30491 I 0021015304055 

HOTSHOE COVER 37818 I 0021015300316 

Optional Accessories 
BATTERY CHARGER BJ-11 37861 I 0021015300385 

RICOH EXTERNAL VIEW FINDER GV-3 37828 I 0021015303973 

LENS ADAPTER GA-2 37826 I 0021015303935 

TELECONVERSIONLENS GT-2 37827 I 0021015303966 

SOFT CASE GC-11 30485 I 0021015303997 

SOFT CASE GC-12 30486 I 0021015304000 

RICOH STRAP ST-2 114190 I 

RICOH STRAP GS-3 11581 o I 0026649758102 

RICOH STRAP GS-2 173381 I 

METAL HOTSHOE COVER GK-1 30252 I 0021015300569 

RING CAP GN-2 (BLACK) 30491 I 0021015304055 

RING CAP GN-2 (DARK GREY) 30492 I 0021015304062 

RING CAP GN-2 (BRONCE) 30494 I 0021015304086 

AC ADAPTER KIT K-AC166E 38371 I 0021015301030 

RICOH CABLE SWITCH CA-3 30004 I 0021015295650 

EXT. VIEW FINDER GV-3 LENS ADAPTER GA-2 TELECONVERSIONLENS GT-2 

RING CAP GN-2 BATTERY CHARGER BJ-11 METAL HOTSHOE COVER GK-1 

SOFTCASEGC-11 SOFT CASE GC-12 
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